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Safety Valves

ASME NB/UV, CRN Coded & Non-Coded
Brass or Stainless Steel

5 to 600 PSI / -250°F to 400°F

1/ 8" to 17

Check Valves

Vertical and Horizontal

High Flow Rates

5 to 400 PSI / 250°F to 400°F
1/ 8" to 27

Air Pressure Regulators

Discharge & Pilot Un-loader Valves
Automatic Drain Valves
—250°F to 350°F

Flow Control Valves

Quick Opening - Self Closing
Stem, Seal, Lever, Spring options
Water, Oil, Gas, Steam

1200 PSI

1/8” to 1.25"

Lift & Hoist Valves

Two Step Air Control, Hoist Control
Compressed Air / Oil Options
Pressure to 200 PSI

Ball Valves
Chrome-plated mini-b a | |
Size 1/ 4"

400 WOG / Temp. 366°F

Brass Ball Valves, Full Port Design
Sizes 1/4” to
600 WOG / Temp. 366°F
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Customer Driven Design Services
Precision Machining
Quality Products

CIKINGSTON

Storm Manufacturing Group
23201 Normandie Ave., Torrance CA 90501-5050
T:866-628-8287 F:800-997-0500

For More Information or To Order
Please Contact Customer Care

1-866-628-8287

www.KingstonValves.com
email: sales@kingstonvalves.com




